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Santuit	  Pond	  Water	  Quality	  Data	  
Ponds	  and	  Lakes	  Stewards	  (PALS)	  2001	  -‐	  	  

	  Cape	  Cod	  Commission	  
	  Mashpee	  Environmental	  Coali1on	  	  
	  UMass	  Dartmouth	  SMAST	  

Mashpee	  Water	  Quality	  Monitoring	  Program	  2008	  -‐	  
	  Mashpee	  Wampanoag	  Tribe	  
	  Town	  of	  Mashpee	  
	  UMass	  Dartmouth	  SMAST	  

MassachusePs	  Dept.	  of	  Environmental	  Protec1on	  2009	  
MassachusePs	  Dept.	  of	  Public	  Health	  2009	  -‐	  
	  MDPH	  
	  CDC	  

Santuit	  Pond	  Diagnos1c	  Study	  2009	  
	  AECOM	  



YSI	  Sonde	  deployment	  
Quan	  Tobey,	  Mashpee	  Wampanoag	  Tribe,	  Natural	  Resource	  Dept.	  Director	  	  



Santuit	  Pond	  Diagnos5c	  Study	  Report	  –	  AECOM	  2010	  	  
Mashpee	  Water	  Quality	  Monitoring	  Program	  Data	  



Santuit	  Pond	  Phosphorous	  Loading	  
Summary	  	  (AECOM	  2010,	  Table	  6-‐5)	  

TP	  Inputs 	   	  Modeled	  TP	   	  %	  Total	  TP	  Load
	   	   	  Loading	  (kg/yr)	  

Direct	  precipita1on 	   	  17 	   	   	  5	  
Internal	  [sediment] 	  	  	  	  	  	  	  	  	  	  	  	  297 	   	  	  	  	  	  	  	  	  	  	  	  	  78	  
Waterfowl 	   	   	  	  	  3 	   	   	  1	  
Sep1c	  Systems 	   	   	  19 	   	   	  5	  
Cranberry	  Bogs 	   	  13 	   	   	  3	  
Watershed	  
	  Surface	  runoff 	   	  18 	   	   	  5	  
	  Groundwater 	   	  12 	   	   	  3	  
	   	   	  	  	  	  	  	  	  	  	  TOTAL	  	  	  	  	  	  380 	   	  	  	  	  	  	  	  	  	  	  100	  



Santuit	  Pond	  Pre-‐treatment	  (2008)	  
Blue-‐green	  algae	  bloom	  

	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  Photo:	  R.	  York	  



Santuit	  Pond	  Pre-‐treatment	  (2008)	  
Blue-‐green	  algae	  surface	  film	  
	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  Photo:	  	  R.	  York	  



Santuit	  Pond	  Circulator	  Predic1on	  
AECOM	  2010	  

Parameter	   	  Pre-‐treatment 	  Post-‐treatment	  
P	  Load	  (kg/yr) 	   	  380 	   	   	  180*	  
TP	  (ug/L) 	   	   	  	  	  80 	   	  	  	  	  	  	   	  	  	  38	  
	  
	  
*Phosphorous	  load	  from	  sediments	  (78	  %	  of	  total	  load)	  

predicted	  to	  be	  reduced	  by	  67	  %	  ader	  circula1on	  of	  
oxygenated	  water	  to	  the	  boPom	  of	  the	  pond	  (52%	  reduc1on	  
of	  total	  load).Oxygenated	  sediments	  release	  less	  phosphorous	  
than	  anoxic	  sediments. 	   	   	   	  	  	  	  	  



SolarBee	  units	  not	  to	  scale.	  
	  
Santuit	  Pond	  –	  
170	  acres	  
	  	  	  	  	  9	  foot	  maximum	  depth	  
	  	  	  	  	  5	  foot	  average	  depth	  
Groundwater	  fed	  
Flushing	  rate	  3	  1mes/year	  
Watershed	  1,250	  acres	  
	  
	  

SANTIUT	  POND	  	  
SolarBee	  Loca5ons	  
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Effect	  of	  SolarBees	  on	  Santuit	  Pond	  

•  Parameter 	   	  Pre-‐deployment 	  Post-‐deployment	  	  
	  Secchi	  Visibility	  (m) 	   	  0.52 	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  1.04	  
	  (Summer	  average)	  

	  

	  Algal	  Surface	  Film 	  	  	  	  	  	  	  	  	  	  	  	  	  	  Present 	   	  	  	  	  	  	  	  	  	  	  	  	  	  Absent	  
	  	  
	  Maximum	  algae	  count 	  	  	  	  	  	  	  	  	  	  	  	  	  278,000 	   	  	  	  	  	  	  	  	  	  	  	  130,000 	  	  
	  (MDPH	  ,	  15	  cm	  depth,	  cells/ml)	  

	  

	  Fish	  health 	   	  	  	  	  	  	  	  	  	  	  	  	  Reduced 	   	  	  	  	  	  	  	  	  	  	  	  	  Healthy	  
	   	   	   	   	   	   	  	  	  	  	  	  	  	  	  	  	  	  FaPer	  



SolarBee	  in	  Santuit	  Pond	  


